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Engine Make           XINCHAI

Rated Power           36.8kW

Capacity @500LC  2000/2500Kg

Std Mast                 3-Stage

Lift Height               4500mm

Engine Make           XINCHAI

Rated Power 36.8kW

Capacity @500LC  3000/3500Kg

Std Mast                 3-Stage

Lift Height               4500mm

CPCD20/25 CPCD30/35
CLG2050H

Engine Make           XINCHAI

Rated Power           60kW

Capacity @500LC  5000Kg

Std Mast                 3-Stage

Lift Height               4500mm

CPCD50

CLG2080H CLG2100H CLG2120H

Engine Make           XINCHAI

Rated Power 60kW

Capacity @500LC  5000Kg

Std Mast                 3-Stage

Lift Height               4500mm

Engine Make           YUCHAI-T300 

Rated Power 92kW

Capacity @500LC  8000Kg

Std Mast                 2-Stage

Lift Height               3000mm

Engine Make           YUCHAI-T300

Rated Power 92kW

Capacity @600LC  10000Kg

Std Mast                 2-Stage

Lift Height               3000mm

Engine Make           YUCHAI-T300

Rated Power 92kW

Capacity @600LC  12000Kg

Std Mast                  2-Stage

Lift Height               3000mm

IC FORKLIFT

CPCD160

Engine Make           Cummins 

Rated Power 129kW

Capacity @900LC  16000Kg

Std Mast                  2-Stage

Lift Height             3000mm



COMFORTABLE

The full hydraulic steering system allows for 

smooth steering in an ergonomic seating 

posture, hence improved operator’s comfort.

HIGH EFFICENCY

Newly optimized hydraulic system provides 

excellent lifting speed, assisting you to 

finish work efficiently and safely

GOOD VIEW

The mast and overhead guard are 

designed for wider view, as well as 

operator’s comfort and safety.

MAINTAINING

The engine hood with big angle for easy to 

maintain

ERGONOMIC

Widen operating space and reasonable design 

can give the operator better experience.

DEPENDABLE POWER
Unmatched performance driven by the World-Class 

Engine.

IC FORKLIFT (USP)



Battery V/AH           80V/150AH   

Capacity @500LC  1500Kg

Std Mast                 3-Stage

Lift Height               4500mm

Battery V/AH           80V/(205/450AH)   

Capacity @500LC  2000/2500Kg

Std Mast                 3-Stage

Lift Height               4500mm

Battery V/AH          80V/(280/450AH) 

Capacity @500LC  3000/3500Kg

Std Mast                 3-Stage

Lift Height               4500mm

Battery V/AH           80V/560Ah

Capacity @500LC  4000/4500Kg

Std Mast                 3-Stage

Lift Height               4500mm

CPD20/25CPD15 CPD30/35 CPD40/45

Battery V/AH           80V(/560/690AH)   

Capacity @500LC  5000Kg

Std Mast                 3-Stage

Lift Height               4500mm

Battery Capacity     70.4KWH  

Capacity @500LC  6000Kg

Std Mast                 2-Stage

Lift Height               3000mm

Battery Capacity     70.4KWH  

Capacity @500LC  7000Kg

Std Mast                 2-Stage

Lift Height               3000mm

Battery Capacity     70.4KWH  

Capacity @600LC  8000Kg

Std Mast                 2-Stage

Lift Height               3000mm

CPD50L/50 CPD60

LITHIUM BATTERY FORKLIFT

CPD70 CPD80



Maintenace Free IP54 Brushless PMSM Motor, 15-20% higher efficiency

High Efficiency Hydraulic System 

Ergonomic Accelerator Pedal

Impact-Reducing Fork Design

Automatic Slope Stabilization (3-5 sec)

Spacious Operator Cabin

Comfortable Semi Suspension Seat

Zero Emission Lithium Battery (80V) With IP56 Rating

Less Noise Operating Below(70dB)

All Weather Operation: Cabin(Optional), Air Heater(Optional)

Wading Depth 200mm

Low Energy Consumption, Fast Charging, Long Battery Life

(1.5 hours fast charging, as needed)

Enhanced Frame, More Robust

Casted Steering Axle(Impact resistant and longer service life)

3.5 Color Screen Instrument; Maximum Speed: 20-21KM/h

Overall  IPX4 Level Protection For Harsh Environments

Anti Collison Cover a Fender Thickmess of 12mm For Protection

BEST IN CLASS ELECTRIC FORKLIFT



Entire distribution

Frame strength upgrade

 Long wheelbase 1760mm
 The turning radius is the same as that 

of E-series IC forklift

 Stability has been significantly improved.

Great counter weight position

Optimized Center of gravity
Excellent mast stability 

Strong frame strength 

 Front frame reinforced，Fender thickened to 
12mm w.r.t to Diesel Forklift；

RELIABLE AND STABLE

Robust machine, adapt IC forklift frame platform, reliable and stable.

Balance weight upgrade

 Front frame reinforced, high mast
operation more stable

 Wear resistance Solid tire.



One-piece cast steering bridge

 Integral casted axle body, stronger 
steering axle bridge and suitable for 
harsh uneven road surfaces

 Suitable for heavy duty operation, such 
as steel, stone, ceramic, rental, etc.。

Rear axle with shock absorption 
buffer function.
 Rubber absorbs impact, driving more 

smoothly
 Effectively eliminate the feeling of 

swinging tail at sharp turns.

Heavy duty tapered bearing

 Tapered roller bearing, strong impact 
resistance, long service life;

 Reduce replacement maintenance cycles, 
Reduce maintenance costs.

Cast reinforced 
axle bridge.

Rubber damping 
blocks absorb road 
shock.

Tapered roller bearing.

Eliminate swing tail 
at sharp turns

Standard heavy duty cast steering axle.

RELIABLE AND STABLE



BOOM LIFT (ELECTRIC)- ARTICULATED 

Parameter Unit LA14JE LA16JE LA20JE

Power Source Electric Electric Electric

Max working height m 16 17.8 22.2

Max platform height m 14 15.8 20.2

Max operating amplitude m 8.35 9.78 13.2

Rated load（Not limited/limited） kg 260 260 260

Max Gradeability % 30 45 45

Drive steering type / 4WD×2WS 4WD×2WS 4WD×2WS

Overall weight kg 6980 7300 9500

Battery V/Ah 51.2/304 51.2/304 48/460

Charger V/A 48/60 48/60 48/60



Greater Work Area: Offers a work area 10% larger than 

competitors, allowing for increased efficiency.

Smooth & Stable Operation: Proportional control with 

precise adjustments and no impact for smooth boom 

extension.

Intelligent Design: Features an intelligent self-diagnosis 

system and full proportional control for stepless speed 

regulation.

Eco-Friendly: Electric series with zero emissions, low noise, 

and optimal total cost of ownership (TCO).

Strong Off-Road Capability: Equipped with a four-wheel 

drive system, off-road tires, and 45% gradeability for 

challenging terrains.

Enhanced Safety: Includes tilt alarms, emergency 

descent, anti-crushing systems, and load sensitivity with 

redundant design.

Long Battery Life: Operates continuously for prolong 

time with a large-capacity battery, ensuring prolonged 

usage.

Weight-Saving Design: Incorporates a main arm 

gravity drop system for energy saving and comfort.

Robust Construction: Features ultra-high polymer 

sliders, high wear-resistant paint, and 360° continuous 

rotation capability.

User Comfort: Advanced buffering systems and 

proportional controls improve operator comfort and 

reduce vibrations.

LITHIUM BATTERY FORKLIFT USP



BOOM LIFT (ELECTRIC)-TELESCOPIC 

Parameters Units LT16JE LT20JE LT22JE LT26JE LT32JE LT38JE

Power Source Electric Electric Electric Electric Electric Electric

Max working height m 18.2 21.5 23.8 28.1 34 40.35

Max platform height m 16.2 19.5 21.8 26.1 32 38.35

Max operating amplitude m 11.9 14 16.3 19.88 21.8 23.75

Rated load（Not

limited/limited）
kg 300 320 300/454 300/454 300/454 300 / 454

Max Gradeability % 45 45 40 45 45 45

Drive steering type / 4WD×2WS 4WD×2WS 4WD×2WS 4WD×2WS 4WD×2WS 2W / 4W / Crab

Overall weight kg 7300 9500 11070 15000 18950 20,300

Battery V/Ah 51.2/30 48/460 48/460 83.2/460 83.72/519 83.2 V / 608 Ah

Charger V/A 48/60 48/60 48/60 80/80 80/80
110 - 220 V / 10 / 16 / 

32 A



BOOM LIFT (DIESEL)- TELESCOPIC 

Parameters Units LT20JG4 LT28JG4 LT32JG4

Power Source Diesel Diesel Diesel

Max working height m 22 30 34.2

Max platform height m 20 28 32.2

Max operating amplitude m 17.8 22.9 20.9

Rated load（Not limited/limited） kg 300/454 300/454 300/454

Max Gradeability % 45 45 45

Drive steering type / 4WD×2WS 4WD×2WS 4WD×2WS

Overall weight kg 12300 18900 17500

Battery V/Ah / /

Charger V/A / /

Diesel engine kW
Yuchai YCF3050-

T423/36.8kW 

YCF3075-

T480/55.8kW 
YCF3075-T480/55.8kW 

Diesel tank volume L 150 150 150

Hydraulic tank volume L 170 170 170



High-efficient and Comfortable

• Closed hydraulic drive, variable main pump with electric 

proportional control, driving more stable

• The design of automatic balance swing axle is suitable 

for complex working conditions

• Fully hydraulic four-wheel drive system for faster 

response

• Multi-function joystick for more efficient operation.

Compact Structure

• Four-bar linkage design, the structure is more compact

Maintenance Friendly

• Real-time monitoring and transmission of vehicle 

information

• Historical fault record query

• Maintenance tips

• Working condition information record

• Self-lubricating bearing

• Screw-out engine tray.

Safety and Reliability

• Double redundancy design of limit switch and long angle sensor, 

precise control of each working range;

• High precision working platform weighing sensor, continuous 

monitoring of platform load;

• Virtual wall protection can be configured to effectively protect the 

operator's safety.

Standard Features

• Platform working lights ·Flashing amber beacon

• Over tilt protective system

• Load sensing system

• Platform self-locking door

• Two-wheel steering

• Auto brake system 

• ·All motion alarm

• Emergency stop system

• Automatic leveling system of platform 

• ·Electro-hydraulic proportional control

• Three entry large working platform

• Double work area

• Remote fault diagnosis system

BOOM LIFT (DIESEL)- TELESCOPIC (USP) 



PARAMETER UNIT LS0507HM LS0608H LS0808H LS0812H LS1012H LS1212H LS1414H

Working Height m 6.5 7.8 10 10 11.8 13.8 16

Platform Height m 4.5 5.8 8 8 9.8 11.8 14

Lift Capacity KG 240 230 230 450 350 320 350

Drive Speed Km/h 1.5 2 2 2 2 2 2

Battery V/Ah 24/100 24/225 24/225 24/225 24/225 24/225 24/270

Drive Motor Kw 3.3 3.3 3.3 3.3 3.3 3.3 3.3

Total Weight KG 950 1500 2200 2330 2480 2800 3780

SCISSOR LIFT – HYDRAULIC DRIVE



Energy saving
• Maintenance-free AC lift motor, 

15% more efficient than DC motor, 
more energy saving;

Strong wading ability:
• Hydraulic motor drive
• Strong wading ability, not afraid of 

soaking water and other harsh conditions;

(Smart) Less worry:
• Low battery voice prompts are standard in 

all series
(When the battery is low, the voice prompt 
will remind the battery to charge), real-
time monitoring of the battery power, all-
round protection of battery safety;

High reliability:
• Sealed lower control box, waterproof and 

dustproof performance is better, reduce 
the failure rate of electrical components;

• Protection class IP67, the whole machine 
life is longer

Lateral tilt Angle adaptive technology:
• The maximum allowable lateral tilt 

Angle varies with height, which has 
better adaptability to complex 
working conditions.

High security:
• Standard height limiting device; 

Protecting operator safety in 
confined Spaces;

• Dynamic stability meets CE 
standard;

High coating quality:
• The main structural parts are 

electrophoretic, which is rust 
resistant and durable.

Dual-condition design:
• Indoor and outdoor dual 

working mode, working 
condition adaptability;

Pin type load cell:
• High weighing accuracy, little 

influence by temperature, better 
realize the weighing function 
under low temperature conditions;

High operating comfort:
• Proportion reduction control, 

stable and flexible operation;

SCISSOR LIFT – HYDRAULIC DRIVE (USP)



PARAMETER ELECTRIC

LRSE4531E

DIESEL

LRS4531E

Engine/Battery CATL Cummins X12

Battery Capacity/Engine Rated 

power

525kWh 261kW

Rated Load 45000KG 45000KG

Lifting Height 15100MM 15100MM

Wheelbase 6000MM 6000MM

Minimum Turning Radius 8000MM 8000MM

REACH STACKER



Automatic Fire Suppression System

Real-time monitoring engine room temperature,

smoke and issuing safety alarm if any abnormal

and able to automatic extinguish fire to protect 

people and vehicles and avoid major accidents.

LIUGONG hydraulic defoaming patent technology
Increases the hydraulic replacement time by 2 Times

Intelligent regulation of spreader anti-swing damping

Reducing spreader swing damping, the spreader can be quickly

levelled and easy to grab the container.

Sliding Cab
Cab can be moved without machine start, both

from the ground & inside the cab too.

360°camera and loudspeaker are standard

configuration, safer operation, easy for driver to 

communicate with outside

HVAC Cabin
No need to get off the cab in any 

weather condition

REACH STACKER (USP)

Safety Active System
Detect Staff and other objects, when 

interference occurs in alarm zone then 

safety system activates and automatic 

brake engages 

PMSM Motor
Higher efficiency than Brushless DC Motors

Multiple Attachment

As per your requirement



THANK YOU


